NIKON D-200 CAMERA & GPS System – Camera SN-3223053, GPS SN-16Q266059
Group 2 VAWG – Contact Jim Byrd at 757.817.2129c or james.e.byrd@nasa.gov

Equipment List
· Batteries (Camera batteries x2, extra AA batteries for the GPS unit)

· Nikon D200 DSLR Camera with mission appropriate lens

· Garmin eTrex-H handheld GPS unit

· Nikon MC-35 Serial Port Adapter

· Garmin Serial Data Cable

· Camera USB data cable

· UV lens filter

· Battery charger

· Lens cleaning supplies

· At least 1 large capacity memory card (2 or more preferable)

Pre-Mission Check
· Camera and associated components – ASSEMBLE
· Condition/charge of batteries in camera and GPS – CHECK

· All electrical equipment – OFF
· GPS unit – ON
· GPS setup

· A Correct I/O format.

· Correct time settings.

· Nikon MC-35 serial cable to Garmin serial cable – CONNECT
· Garmin serial cable to GPS – CONNECT
· Nikon MC-35 serial cable to Nikon D200 ** CONFIRM CAMERA OFF  ** CONNECT
· GPS satellite acquisition – COMPLETE
· Battery pack selector switch Li1 or Li2

· Nikon D200 Camera – ON
· Display battery condition – SUITABLE TO COMPLETE TASK
· GPS indicator – ILLUMINIATED
· Test Picture – ACQUIRE

· Test Picture – CHECK FOR PROPER TIME/GPS DATA STORAGE
Mission
· Pictures – ACQUIRE AS BRIEFED.

· Picture Log – COMLETE

· Battery Condition – MONITOR, CHARGE AS NEEDED

Post-Mission

· GPS/Camera – OFF
· Cables – UNPLUG
· Cable/Port caps – REPLACE
· Camera – DISASSEMBLE
· Lens – CLEAN

· Camera/Lens caps – REPLACE

· Imaging Kit - SECURE
